
Sub-Floor Restoration Systems 



 AN AMERICAN COMPANY  

Founded, based and made in the USA!  

CMP is fast becoming the industry choice for  professional 

sub-floor preparation and concrete restoration products.  

 

 STRENGTH THROUGH DISTRIBUTION 

CMP has built a strong alliance with itôs distribution partners 

throughout the US. Our stocking service partners are driven, 

competitive and have the expertise to provide  

knowledgeable front end support. 

 

 TECHNICAL SUPPORT 

CMP has always placed technical service and support as itôs 

number one priority. Our technical support staff has the 

knowledge and training to provide contractors, builders or 

architects with the solutions they need.  

 

 RELIABLE REPUTATION  

CMP realizes the most important aspect of our customer 

partnerships is the ability for us to  supply them with  

consistent quality products. CMP delivers this consistency 

through our state-of-the-art manufacturing facility, quality  

product formulations, extensive raw material and product 

testing. 

 

 GOLD SEAL WARRANTY PROGRAM  

Not only does CMP offer a complete, quality, economical line 

of products, we also tie those attributes together with our 

Gold Seal Warranty Program. This program offers easy to 

understand requirements, extended and full system  

warranties. 

 

FIND OUT MORE ABOUT US    

 
  

About Us  
Who we areééééééé.. 

@ CMPSP                 

/ CMP-Specialty-Products 

www.cmpsp.com 

215.672.6364 
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The ability of self-leveling to create a smooth, flat or level 

surface is what makes it the best  solution for sub-floor  

repair. Hand patching can create a smooth surface but will 

not create a flat or level subfloor. Irregularities, crowns and 

depressions can still telegraph through the finished floor 

covering. This condition can be very noticeable in open  

areas or isle ways and sunlight can  further exaggerate it. 

Worse, it is often not visible until after the flooring installation 

or waxing has been completed and can lead to costly punch 

list repairs or replacement.  

 

 

 

 

 

 

 

 

 

 

 

Further, these irregularities will increase the frequency of   

maintenance cycles due to uneven wear of applied wax or 

finishes. This additional maintenance also increases ñslip 

and fallò liabilities. Self leveling will actually pay for  itself 

many times over during the life of  a floor due to reduced  

maintenance cost. It also improves the appearance and 

extends the service life of finished flooring.  

 

While any floor covering will benefit from a flat surface many 

types of floor covering require a flat substrate if they are to 

be installed at all. The now typical 1/8 inch in 10 ft.  

specification needed for stone, wood and other specialty 

flooring just cannot be obtained with hand patching or skim 

coating. 

Floor Facts  
The Importance of Self  
Leveling Underlayments 
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Hand Patched  Self Leveled  



Floor Facts  
Deep Pours: Pea Gravel vs. 
Crushed Stone 

Crushed stone is very consistent and clean. Pea gravel is 

typically whole quartz type stone that is screened out from 

dirt and other material. Most pea gravel, though sold as 

ñwashedò is often bagged with large amounts of dirt and 

other contaminants that can drop to the floor and interfere 

with the underlayments ability to bond. It should only be 

used if it is being mixed into the material and never  

preplaced. This dirt, wet or dry, can also effect the mix ratio, 

flow and  surface quality of the finished underlayment.  

  

Pea gravel also has very smooth rounded surfaces that butt 

up against each other. Crushed stone creates an interlocking 

weave affect, that increases break strengths and reduces 

flanking paths for cracks. Crushed  stone also provides  

natural voids that allow the self-leveling underlayment to  

easily pass through the aggregate down to the substrate.  

 

  

 

 

Pin & Prime  Pre-Place Stone  

Pump or Pour  All In One Lift!  

Ready for flooring in 16 hours! 
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 This extension method requires certain application methods that are   

 unique to CMP. Projects that utilize this method must be approved   

 by a CMP field technician. 



Sustainability  
Overview of Our  
Environmental Commitment 
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OUR COMMITMENT 
 

CMP has always been environmentally conscious and has 
streamlined itôs manufacturing process to minimize any 
waste of resources. CMP has had a long standing  
commitment to utilize recycled materials while meeting the 
high quality needs of our valued customers and sustaining 
the environment in which we all live. 
 
 

Eligible LEED ®  Points  
 

Manufacturing Location: Allentown, Pennsylvania 18103 

Product - (Total Eligible) 
MR 
2.1 

MR 
4.1 

MR 
4.2 

MR 
5.1  

MR 
5.2 

EQ 
4.1 

AS-100 - (3)    X X X 

EP-100 - (1) X      

PolyBond - (3)    X X X 

V-20 Plus - (1) X      

V-25 - (1) X      

H2-O - (5)  X X X X X 

210 - (5)  X X X X X 

LP-1 - (5)  X X X X X 

PourLite - (5)  X X X X X 

Diamond-Cap - (5)  X X X X X 

CR-90 - (5)  X X X X X 

EXT - (5)  X X X X X 

Skim Finish - (5)  X X X X X 

PrepStar - (5)  X X X X X 

SR-P - (5)  X X X X X 

White Patch - (4)  X  X X X 

CMP Densifier - (3)    X X X 

Diamond-Shield - (2)    X X  

Leadership in Energy and Environmental Design 
(LEED®) , is a rating system developed by the U.S. Green 
Building Council (USGBC) to provide criteria and  
guidelines for new and existing construction products to 
define green building standards. 
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Architects  
Flooring Market Segments 
And Product Specifications 

MARKETS WE SERVICE 
 

CMP offers a complete line of products that provide solutions 
for a wide variety of markets:  
 
Å Institutional     Å Residential     Å Commercial 

Å Industrial     Å Retail      Å High Rise 

Å Schools           Å Universities     Å Stadiums 

Å Health Care     Å Military     Å Marine 

 
 
PRODUCT SPECIFICATIONS 
 

     03 54 00 Cementitious Underlayment  
    Self leveling underlayment and patching products    
    used to repair, smooth or level sub-floors prior to    
    the installations of finished floor coverings 

 

                Self leveling products within specification:  
                210, PourLite, LP-1, H2-O 
  

                Patching products within this specification: 
                PrepStar, SR-P, Skim Finish, White Patch 
  
                03 53 00 Cementitious Topping  
                Trowelable and self leveling toppings that can be  
                used for decorative applications 
 

                Products within specification:  
                210, Diamond-Cap, EXT, CR-90 
 
 

   09 98 00 Specialty Coatings  
    Self leveling cements and patching products used   
    to repair, smooth or level sub-floors prior to  the   
    installations of finished floor coverings 

  

                Self leveling products within specification:  
                210, PourLite, LP-1, H2-O 
  

                Patching products within this specification: 
                PrepStar, SR-P, Skim Finish, White Patch 
 
 

    07 26 00 Vapor Retarders   
    Epoxy vapor systems used to mitigate moisture     
    problems in concrete substrates.  
 

                Vapor systems within this specification:  
                V-20 Plus, V-25 
  

3 
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AS-100 
Universal Acrylic Primer & 
Bonding Agent 

AS-100 is a premium Acrylic primer designed for CMPôs 

engineered cement systems. It utilizes the latest polymer 

technology to allow for applications over a wide variety of 

substrates that could only be achieved by using a variety of 

primers in the past. 

 

AS-100 dries quickly for fast turnaround and is pigmented 

blue to ensure a thorough application. AS-100 can also be 

used on sound exterior concrete. 

 

SUITABLE SUBSTRATES:  
 

Å Wood           Å VCT/VAT                   Å Gypsum                         

Å Terrazzo           Å Cutback Residue       Å Epoxy  

Å Ceramic / Quarry Tile     Å Lead                          Å Concrete 

 

PRODUCT FEATURES 
 

Ʒ Roller or broom applied depending on application 

Ʒ Excellent alkali resistance 

Ʒ Can be used for interior or exterior applications 

Ʒ Water based, low odor and VOC compliant 

Ʒ Pigmented for application visibility 

Ʒ Can be applied to green concrete (minimum 5 days old) 

Ʒ Tenacious bond strength to a variety of surfaces 

Ʒ Contributes up to 3 LEED® Points:  

     MR 5.1, MR 5.2 and EQ 4.1 

 
TECHNICAL DATA: (Results based on 70ęF - 50% RH) 
 

Dry Time.é.ééééééééééééééééé1-2 hours 

Coverage (per gallon)...ééStandard Concrete: 300 - 400 ft² 

                                                                  Wood: 200 - 250 ft² 

                                               Non-Porous Substrates: 250 ft²  

                 Very Porous Substrates (2 Coats): 300 ft² per coat 
 

 

PACKAGING:  

1 gallon jugs (4 per case)ééééééé.36 cases per pallet 

5 gallon pailséééééééééé..éé..36 pails per pallet 
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EP-100 
High Performance Epoxy  
Broadcast Primer 

EP-100 is a premium, interior / exterior epoxy broadcast 

primer system. It is highly recommended for decorative  

applications to help minimize pin-holes and cracking in the 

applied topping. EP-100 is also recommended for  

underlayment applications that will be subjected to dynamic 

loads. 
 

EP-100 can be applied over properly prepared moist or 5 

day old ñGreenò concrete that is a minimum of 2500 psi. It 

can also be used on properly prepared epoxy coatings, 

steel, Terrazzo ceramic and Quarry tile.  

  

PRODUCT FEATURES:  
 

Ʒ Can receive coatings within 12 hours 

Ʒ Primer for non-porous and concrete substrates 

Ʒ Can be used for crack repair 

Ʒ Helps minimize cracking and pin-holes in applied topping 

Ʒ Complete system (EB-Sand Included) 

Ʒ Alkalinity protection to ph 14 

Ʒ Ideal for decorative or applications with dynamic loads  

Ʒ Low VOC 

Ʒ Works on both moist and 5 day old ñGreenò concrete 

Ʒ Contributes up to 1 LEED® Point:  

     MR 2.1 

 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Pot Life:éééééééééé...ééééééé..60 minutes 

Number of Coats Required:ééé.ééééééé.....1 Coat 

Approximate Coverageééééééé350 - 400 ft² PER KIT 

Open To Foot Trafficééééééééééééé...12 hours 

Approximate Application Thickness:é...éééé...8 -10 mils 

Accepts Coatings..ééééééé.éééé.Within 12 hours 
 

PACKAGING:  

2.1 gallon Kitsééééééééé..ééé...40 kits per pallet 

3 - 100 lb. bags of EB-Sand 
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PolyBond  
Premium  
Latex Additive 

PolyBond is a water based, high solids, acrylic bonding  
agent and additive for CMP engineered cements. PolyBond 
can also be used universally in cement  mortars, plaster, 
stuccos and concrete mixes.  
 
PolyBond will not re-emulsify and can be used in both  
interior and exterior applications that are exposed to  
moisture. PolyBond is a milky white liquid slightly thicker 
than water. 

 

PRODUCT FEATURES:  
 

Ʒ Can be used interior or exterior 

Ʒ High solids content 

Ʒ Improves adhesion, strength and flexibility  

Ʒ No dangerous emissions or irritating fumes  

Ʒ Very easy to apply 

Ʒ User friendly 

Ʒ Non-flammable, non-toxic 

Ʒ Low particle size for excellent penetration 

Ʒ Contributes up to 3 LEED® Points:  

     MR 5.1, MR 5.2 and EQ 4.1 

 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Drying Timeééééééé.ééééééééé.2 hours 

Appearanceééééééééééé...Milky White Liquid 

 

PACKAGING:  

1 gallon jugs (4 per case)ééééééé.36 cases per pallet 

5 gallon pailséééééééééé..éé..36 pails per pallet 
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V-20 PLUS is a 2-component epoxy system capable of  

reducing MVER from up to 20 or 25 lbs. to less than 3 lbs. 

per ASTM F-1869 to effectively protect finished flooring. Its  

extremely dense, deep penetrating chemical matrix can 

block moisture, oil, radon and other contaminates from  

migrating through the surface of the substrate.  

 

V-20 PLUS can be used on, above or below grade for both 

interior and exterior applications and can be applied to 

ñGreenò concrete that is a least 5 days old.  

 

PRODUCT FEATURES:  

Ʒ Single coat application, does not require a primer   

Ʒ Complete system (EB-Sand Included) 

Ʒ Reduces MVER from 25 lbs. to less than 3 lbs. 

Ʒ Can receive coatings in as little as12 hours  

Ʒ Blocks migration of oil, Radon and other contaminants 

Ʒ Works on both moist and 5 day old ñGreenò concrete 

Ʒ Will not support the growth of mold or mildew 

Ʒ Alkalinity protection to pH 14  

Ʒ Low VOC  

Ʒ Contributes up to 1 LEED® Point:  

     MR 2.1 
 

MVER & RH MITIGATION COVERAGE TABLE:  

MVER per Calcium Chloride testing (ASTM F-1869) 

RH per in situ Probe testing (ASTM F-2170)  

Up to 20 lbs. MVER or    95% RH - 200 sq. ft. PER KIT 

Up to 25 lbs. MVER or  100% RH - 160 sq. ft. PER KIT   
 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Number of Coats Required:ééé.ééééééé.....1 Coat 

Accepts Coatings..ééééééé.éééé.Within 12 hours 
 

PACKAGING:  

2.1 gallon unitséééé..éééééééé.40 kits per pallet 

2 - 100 lb. bags of EB-Sand 

V-20 Plus  
Epoxy Vapor and Oil 
Mitigation System 
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V-25 is a 2-component 100% solids, low viscosity epoxy 

system. It is capable of reducing moisture vapor emission  

(MVER) from 10, 15, or 25 lbs. down to less than 3 lbs. per 

ASTM F-1869 (depending on application rate)  

 

Leveling or patching compounds installed over V-25 do not 

require a primer if applied within 5 to 48 hours. Adhesives 

approved for use over non porous substrates can also be 

applied directly over V-25 within a minimum of 5 hours and 

up to a maximum of 5 days. 

 
PRODUCT FEATURES:  
 

Ʒ Single coat, no primer required 

Ʒ Does not require sand broadcast 

Ʒ Variable vapor reduction by application thickness 

Ʒ Can receive coatings or flooring in as little as 5 hours  

Ʒ Can be used interior or exterior 

Ʒ Works on both moist and 5 day old ñGreenò concrete 

Ʒ Serves as underlayment primer (if applied within 48 hours) 

Ʒ Can also be left as ñstand-aloneò epoxy coating 

Ʒ Alkalinity protection pH 14  

Ʒ Contributes up to 1 LEED® Point:  

     MR 2.1 
 

MVER & RH MITIGATION COVERAGE TABLE:  

MVER per Calcium Chloride testing (ASTM F-1869) 

RH per in situ Probe testing (ASTM F-2170)  

Up to 10 lbs. MVER or   85% RH - 370 sq. ft. PER KIT 

Up to 15 lbs. MVER or   90% RH - 310 sq. ft. PER KIT   

Up to 25 lbs. MVER or 100% RH - 190 sq. ft. PER KIT   
 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Number of Coats Required:ééé.ééééééé.....1 Coat 

Accepts Coatings..ééééééé.éééé...Within 5 hours 
 

 

PACKAGING:  

2.4 gallon kitéééééé..ééééééé.40 kits per pallet 

V-25 
100% Solids Variable Vapor 
Mitigation System 
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H2-O 
Super-Fluid  
Self Leveling Underlayment 

H2-O with ñSuperFloò technology is a Calcium Aluminate 

Next Generation self leveling underlayment. H2-O is up to 

40% more fluid than conventional premium self-leveling 

underlayments and is designed for tough interior applications 

where a super flat or smooth surface is desired. 

 

H2-Oôs unique workability makes it easy to smooth floors in 

as little as a 1/8ò thick application.  

 

PRODUCT FEATURES:  
 

Ʒ Ideal for barrel mixing or pumping applications 

Ʒ ñSuperFloò technology for easy installations 

Ʒ Can be installed down to 1/16ò  

Ʒ Maintains healing properties for up to 20-30 minutes 

Ʒ Reduction of adhesive consumption by up to 10%  

Ʒ Ideal for ñSuper-Flatò or ñDead Levelò specifications 

Ʒ Accepts common floor coverings in a little as 2 hours 

Ʒ Creates Alkali Barrier when applied at 1/8ò or greater  

Ʒ Contributes up to 5 LEED® Points:  

     MR 4.1, MR 4.2,  MR 5.1, MR 5.2 and EQ 4.1 

 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Compressive Strength (28 Day):éé..ééééé... 5000 psi 

Flexural Strength (28 Day):ééééé..ééé.é... 1000 psi 

Approximate Coverageééééééé.....50 ftĮ @ 1/8ò depth 

Application Depths Neat (Extended)é...1/16ò to 1ò (Up to 5ò)

Weight (per sq. ft. / per 1/4ò)..éé.éé...ééééé.2.08 lbs 

Accepts Common Flooringééé...éééé...Within 2 hours 

 

PACKAGING:  

50 lb. bagéééééééééééééé..48 bags per pallet 

2500 lb. super sackééééééééééé.1 bag per pallet 
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210 
Premium Self Leveling  
Underlayment & Topping 

210 is a Calcium Aluminate cement based, interior self  

leveling that is used to create a smooth, flat or level surface 

for the installation of finished flooring.  

 

210 serves as a strong, durable underlayment capable of  

handling normal construction traffic for up to 12 months prior 

to the installation of floor coverings. 210 can also be used as 

a wear surface with the application of suitable coatings. 

 

PRODUCT FEATURES:  
 

Ʒ Ideal for barrel mixing or pumping applications 

Ʒ Can be used as an underlayment or topping 

Ʒ Can be installed 2ò neat and up to 5ò properly extended 

Ʒ Maintains healing properties for up to 20 minutes 

Ʒ Fast return to service - Walkable in just 1-2 hours 

Ʒ Accepts common floor coverings in as little as 12 hours   

Ʒ Can be left exposed to construction traffic up to 1 year 

Ʒ Can be Installed over 5 day old green concrete 

Ʒ Creates Alkali Barrier when applied at 1/8ò or greater  

Ʒ Contributes up to 5 LEED® Points:  

     MR 4.1, MR 4.2,  MR 5.1, MR 5.2 and EQ 4.1 

 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Compressive Strength (28 Day):éééé..ééé... 5500 psi 

Flexural Strength (28 Day):ééééééé..é.é... 1100 psi 

Approximate Coverageéééééééé.50 ftĮ @ 1/8ò depth 

Application Depths Neat (Extended).éé.1/8ò to 2ò (Up to 5ò)

Weight (per sq. ft. / per 1/4ò)..éé.ééé...éééé.2.20 lbs 

Accepts Common Flooringééé..é.ééé.Within 12 hours 

 

PACKAGING:  

50 lb. bagéééééééééééééé..48 bags per pallet 

2500 lb. super sackééééééééééé.1 bag per pallet 
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LP-1 
Low Preparation  
Self Leveling Underlayment 

LP-1 is a high strength, low Alkali self leveling underlayment 

used for resurfacing and leveling, dry, interior subfloors.  

LP-1 can be used over light weight concrete, mud beds, 

structurally sound wood, adhesive residue and distressed 

Gypsum substrates.  

 

LP-1 can be installed from 1/4ò up to 3ò providing a smooth, 

flat or level surface. It is ready for finished flooring in as little 

as 48 hours depending on conditions and thickness of  

application. 

 

PRODUCT FEATURES:  
 

Ʒ Ideal for pumping or barrel mix applications   

Ʒ Maintains healing properties for up to 20 minutes 

Ʒ Exceptional compressive strength - 5000 psi 

Ʒ Suitable for use with hydronic & electric radiant heat  

Ʒ Resurfaces wood and distressed Gypsum substrates 

Ʒ Ideal for ñLow-Prepò applications  

Ʒ Cement hybrid formula for rapid strength gain 

Ʒ Strong, hard surface quality 

Ʒ Contributes up to 5 LEED® Points:  

     MR 4.1, MR 4.2,  MR 5.1, MR 5.2 and EQ 4.1 

 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Compressive Strength (28 Day):ééééé..éé... 5000 psi 

Flexural Strength (28 Day):éééééééééé... 1500 psi 

Approximate Coverageéééééééé.25 ftĮ @ 1/4ò depth 

Application Thicknessééééé....éééééé....1/4ò to 3ò 

Weight (per sq. ft. / per 1/4ò)..éé.ééééé...éé.2.15 lbs 

Accepts Common Flooringééééé....ééWithin 48 hours 

 

PACKAGING:  

50 lb. bagéééééééééééééé..48 bags per pallet 

2500 lb. super sackééééééééééé.1 bag per pallet 
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PourLite  
Lightweight Cement Based  
Self Leveling Underlayment 

PourLite is a Calcium Aluminate based, interior, self leveling 

underlayment designed specifically for applications where  

the weight of conventional underlayments or concrete will  

exceed the allowable load. It is also ideal for fast track  

projects where the dry-time or application thickness needed 

for standard lightweight concrete is not available.    

 

PourLite can be used to create a flat or level floor and does 

not require the addition of lightweight beads or need to be 

capped with conventional material prior to the installation of 

finished floor covering. 

 

PRODUCT FEATURES:  
 

Ʒ Ideal for both pumping and barrel mixing applications 

Ʒ Super Lightweight, only 65 lbs. per cubic foot  

Ʒ Does not need the addition of lightweight aggregate  

Ʒ PourLite does not contain any water retaining aggregate.  

Ʒ Does not need to be capped with conventional material 

Ʒ Maintains healing properties for up to 20 minutes 

Ʒ Water resistant - Non Gypsum Based 

Ʒ Very easy to apply  

Ʒ Contributes up to 5 LEED® Points:  

     MR 4.1, MR 4.2,  MR 5.1, MR 5.2 and EQ 4.1 

 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Compressive Strength (28 Day):éé..ééééé... 4500 psi  

Approximate Coverageéééééééé.20 ftĮ @ 1/4ò depth 

Application Depths Neat (Extended).éé.1/8ò to 2ò (Up to 5ò)

Weight (per sq. ft. / per 1/4ò)..éé.éééé...ééé.1.20 lbs 

Accepts Common Flooringéé...ééééé.Within 12 hours 

 

PACKAGING:  

25 lb. bagéééééééééééééé100 bags per pallet 

1500 lb. super sackééééééééééé.1 bag per pallet 

- 13 - 



Diamond -Cap 
Polishable  
Self Leveling Wear Surface 

Diamond-Cap is a high strength, cement based, self leveling 

topping, designed specifically for polishing and decorative  

applications. It can provide a level, smooth, durable surface 

ready for foot traffic within 2-3 hours. Diamond-Cap can be  

installed from ıò up to 2ò and polished within 4 hours of  

application.  

 

Diamond-Cap is used for commercial and residential interior 

flooring applications. It can incorporate integral colors,  

aggregates and unique surface treatments to create limitless 

design possibilities.   

 

PRODUCT FEATURES:  
 

Ʒ Ideal for both pumping and barrel mixing applications 

Ʒ Compatible with all conventional polishing equipment 

Ʒ Maintains healing properties for up to 20 minutes 

Ʒ Available in concrete Grey or White 

Ʒ Accepts stains, pigments, aggregates, and coatings 

Ʒ Can be diamond burnished without grinding 

Ʒ Will not harbor or support Mold or Mildew 

Ʒ Fast turnaround application minimizing down time 

Ʒ Contributes up to 5 LEED® Points:  

     MR 4.1, MR 4.2,  MR 5.1, MR 5.2 and EQ 4.1 

 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Compressive Strength (28 Day):ééé..éééé... 6100 psi  

Approximate Coverageéééééééééé....25 ftĮ @ 1/4ò 

Application Depths Neat (Extended).éé.1/4ò to 2ò (Up to 5ò)

Weight (per sq. ft. / per 1/4ò)..éééééééééé.2.20 lbs 

Accepts Coatingsé...éééééééééé.Within 16 hours 

 

PACKAGING:  

50 lb. bagéééééééééééééé..48 bags per pallet 

2500 lb. super sackééééééééééé.1 bag per pallet 
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 BEFORE AFTER 

CR-90 is a high performance, quick turnaround, concrete  

resurfacer that when mixed only with water makes old  

concrete ñBetter Than Newò. CR-90 applications are a cost 

effective durable answer to expensive concrete replacement.  

 

CR-90 can be applied by trowel, sponge float, squeegee or 

brush then left as is or broom finished. In addition it can be 

spray applied for knockdown and stencil  applications or 

used as a thin stamp overlay. CR-90 should be sealed with 

an approved coating or CMP 1000. 

 

PRODUCT FEATURES:  
 

Ʒ Suitable for foot and tire traffic  

Ʒ Stronger and more durable than new concrete, 5000 psi 

Ʒ Freeze Thaw stable 

Ʒ Quick return to service - Walkable in as little as 2 hours  

Ʒ Available in sidewalk Grey and White 

Ʒ Accepts stains, dyes or integral colors 

Ʒ Apply by spray, sponge float, brush, squeegee or trowel 

Ʒ Can be broom finished, knocked down or stamped 

Ʒ Contributes up to 5 LEED® Points:  

     MR 4.1, MR 4.2,  MR 5.1, MR 5.2 and EQ 4.1 

 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Walkable (return to service)ééééééééé..é...2 hours 

Compressive Strength (28 Day):é.éé......é...é... 5000 psi  

Taber Abrasion (7 Day - 200 Cycles):éé..éé0.04 (1.08 g)  

Approximate Coverageéééé.é100-120 ftĮ @ 1/16ò depth 

Application Depths Neat (Extended).é..1/32ò to 2ò (Up to 5ò) 

Accepts Most Coatingsééééé..ééé....Within 24 hours 

 

PACKAGING:  

50 lb. bagéééééééééééééé..48 bags per pallet 

20 lb. pailééééééééééé..éé..100 pails per pallet 

CR-90 
Polymer Modified  
Concrete Resurfacer 
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EXT is a Cement based, self-leveling topping designed for 

exterior  applications. EXT provides a tough, decorative 

surface that typically will accept foot traffic in 3 hours and 

vehicular traffic in 24 hours after installation. 

 

EXT can be used to resurface sound, properly prepared 

exterior concrete surfaces. It can be used on new  

construction projects to correct rough or unfinished concrete 

and to level uneven surfaces. EXT must be sealed with an 

approved coating or CMP 1000. 

 
PRODUCT FEATURES:  
 

Ʒ Suitable for foot and tire traffic  

Ʒ Can be applied from featheredge to 1İò neat  

Ʒ Available in concrete Grey and White 

Ʒ Freeze Thaw stable 

Ʒ Accepts stains, dyes or integral colors 

Ʒ Drivable within 24 hours 

Ʒ Ideal for commercial or residential applications 

Ʒ Contributes up to 5 LEED® Points:  

     MR 4.1, MR 4.2,  MR 5.1, MR 5.2 and EQ 4.1 

 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Walkableééééééé...ééééééé..ééé...3 hours 

Compressive Strength (28 Day):é.éééé.....é... 6100 psi  

Approximate Coverageéééé.éééé25 ftĮ @ 1/4ò depth 

Application Depths Neat (Extended)é..1/4ò to 1İò (Up to 5ò)

Weight (per sq. ft. / per 1/4ò)..éé.éé.é..éééé.2.20 lbs 

Accepts Most Coatingsééééé..ééé....Within 24 hours 

 

PACKAGING:  

50 lb. bagéééééééééééééé..48 bags per pallet 

2500 lb. super sackééééééééééé.1 bag per pallet 

 

EXT 
Exterior Grade Self Leveling 
Concrete Topping 
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Skim Finish  
Cement Based Polymer  
Modified Skim Coat 

Skim Finish is a polymer modified, rapid setting, interior 

patching compound. It is used to fill voids and smooth the  

surfaces of open concrete and approved wood  

underlayments prior to the installation of finished floor  

coverings. Common floor covering can be installed in as  

little as 1 hour.  

 

When mixed with PolyBond, the 2-Coat ñSkim-Bond Systemò 

is expanded to include other properly prepared substrates:  

Burnished concrete, Cutback & adhesive residue, cement  

Terrazzo, ceramic & Quarry tile, single layer, fully bonded, 

VCT and embossed, non-cushioned residential sheet vinyl.   

 

PRODUCT FEATURES:  
 

Ʒ Accepts flooring in as little as 1 hour 

Ʒ Skim Finish and ñSkim-Bond Systemò require no priming 

Ʒ Calcium Aluminate based for long term durability 

Ʒ Workable for 10 - 15 minutes 

Ʒ No dangerous emissions or irritating fumes 

Ʒ Compatible with most flooring adhesives 

Ʒ Will not harbor or support the growth of mold or mildew 

Ʒ Very Economical  

Ʒ Contributes up to 5 LEED® Points:  

     MR 4.1, MR 4.2,  MR 5.1, MR 5.2 and EQ 4.1 

 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Approximate Coverage (25 lb. bag)é...140 ftĮ @ 1/32ò depth 

Approximate Coverage (45 lb. pail)é...250 ftĮ @ 1/32ò depth 

Application Depths:ééééééé....featheredge up to 1/2ò  

Accepts Common Flooringééé.....In as little as 60 minutes 

 

PACKAGING:  

25 lb. bagéééééééééééééé100 bags per pallet 

45 lb. pailé...ééééééééééééé.36 bag per pallet 
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PrepStar is a Cement based, rapid setting, trowel applied  

finishing underlayment used to smooth  sub-floors prior to 

the installation of finished floor covering. It chemically  

combines with the mix water, avoiding associated  

installation problems and is compatible with all adhesives 

approved for use over concrete.  

 

PrepStar allows for the installation of many floor coverings in 

as little as 15 minutes. It can be applied over concrete, 

wood, ceramic & Quarry tile, cement Terrazzo, and  

properly prepared cutback residue all without using a primer  

or additive. 

 
PRODUCT FEATURES 
 

Ʒ Bonds to a wide variety of substrates  

Ʒ Accepts flooring in as little as 15 minutes  

Ʒ Creamy smooth workability 

Ʒ Exceptional coverage 

Ʒ Can be re-tempered without the addition of water 

Ʒ Compatible with most flooring adhesives  

Ʒ Will not harbor or support Mold or Mildew  

Ʒ No dangerous emissions or irritating fumes 

Ʒ Contributes up to 5 LEED® Points:  

     MR 4.1, MR 4.2,  MR 5.1, MR 5.2 and EQ 4.1 

 
TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Approximate Coverageééééééééééé33 ftĮ @ 1/8ò 

Application Depthsééééééééé....featheredge to 1/2ò  

Accepts Common Flooringééé.....In as little as 15 minutes 

  

PACKAGING:  

10 lb. bag (4 per case)éééééééé.240 bags per pallet 

                                                                  60 Cases per pallet 

 

PrepStar  
Premium Trowelable  
Feather Patch 
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SR-P 
Cement Based  
Screedable Skim Coat 

SR-P is an interior, quick setting patch that allows a hard, 
smooth troweled surface to be easily achieved. Mixed with 
water it can be applied directly over standard, rough, open 
concrete without priming. When used as directed SR-P can 
also be used over Terrazzo, ceramic / Quarry tile, epoxy  
coatings and approved wood subfloors. 
 
Installation of most common floor coverings can proceed 
once the SR-P is hard enough to work on without  
damaging the surface. Moisture sensitive adhesives and 
floor coverings require 16 hours. 

  
PRODUCT FEATURES 
 

Ʒ Ideal for Screeding, Ramping, Patching & Skim coating 

Ʒ Creates an Alkali Barrier when applied at 1/8ò or greater 

Ʒ Exceptional compressive strength - 6000 psi 

Ʒ Will not harbor or support Mold or Mildew  

Ʒ Compatible with all adhesives approved for concrete 

Ʒ Install flooring in as little as 1 hour 

Ʒ Can be applied up to 2ò without extension 

Ʒ Can be installed over approved wood subfloors up to 3/4ò  

Ʒ Contributes up to 5 LEED® Points:  

     MR 4.1, MR 4.2,  MR 5.1, MR 5.2 and EQ 4.1 

 
TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Compressive Strength (28 Day):éééééééé.. 6000 psi  

Approximate Coverageééééééé.100 ftĮ @ 1/16ò depth 

                                                                   50 ftĮ @ 1/8ò depth 

Application Depths Neat (Extended).é..Skim to 2ò (Up to 5ò)

Weight (per sq. ft. / per 1/4ò)..éé.éé...ééééé.2.20 lbs 

Accepts Common Flooringéé..ééé...In as little as 1 hour 

 

PACKAGING:  

50 lb. bagéééééééééééééé..48 bags per pallet 
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White Patch  
Gypsum Based Skim Coat 
and Patching Compound 

White Patch is a rapid setting, high strength patch and  

skim coat. White Patch has a very creamy consistency and 

is easy to work with. It offers quick turn around with reliable 

results. 

 

White patch offers versatility and can be used over a wide 

variety of substrates including: 
 

Å Tile        Å Wood                             Å Gypsum                         

Å Concrete        Å Cement board               Å Plaster 

 

PRODUCT FEATURES:  

Ʒ Very easy to mix and apply 

Ʒ Reliable results 

Ʒ Fast setting  

Ʒ Polymer modified for superior bond 

Ʒ Maintains workability for 20 minutes 

Ʒ Low Alkali - Adhesive compatible 

Ʒ Crack resistant 

Ʒ Can be mixed with PolyBond for increased performance 

Ʒ Installs from featheredge up to1ò thick 

Ʒ Contributes up to 4 LEED® Points:  

     MR 4.1, MR 5.1, MR 5.2 and EQ 4.1 

 

TECHNICAL DATA: (Results based on 70ęF - 50% RH) 

Approximate Coverageéééééééé120-130 ftĮ @ 1/32ò 

                                                                     60-65 ftĮ @ 1/16ò 

Application Depthséééééééééééfeatheredge to 1ò  

Accepts Common Flooringéé.40 - 60 minutes (skim coat) 

 

PACKAGING:  

50 lb. bagéééééééééééééé..48 bags per pallet 
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Complimentary  
Products  

Ʒ TOOLS AND ACCESSORIES  
 

     Leveling Pins ééééééééééé..éé.1000 / case 
     Self adhesive plastic gauge pins that are  
     marked in both mm and inch increments 
      
     DL-100éééé....ééééé..ééééééééé.Each 
     Digital leveling tool used in conjunction with  
     pins to create a dead level substrate. Requires 
     only one person to operate with no line of sight  
      
     Mixing Kit é...ééééééééééééééé.....Each 
     Complete mixing kit including barrel,  
     mixing paddle, smoother and gauge rake 
 
 

Ʒ CONSTRUCTION PRODUCTS 
 

     Water -Stopéééééééééééééé....50 lb. pails 
     Rapid setting hydraulic cement 
 
     Struct -Groutéééééééééé.éééé.50 lb. bags 
     Non-Shrink, Non Ferrous cement  
     based grout 
 
     CemPatchéééééé.ééééééééé.50 lb. bags 
     Rapid setting horizontal and vertical  
     repair mortar 
 
     CM-10ééééééééééé...é.6-20 oz Kits per case 
     10 minute concrete crack  
     repair compound  
 
     Verticrete ééééééé...éééééééé.10 lb. pails 
     Tilt wall resurfacer 
 
     ICRé.ééééééééééééééééé..50 lb. bags 
     High strength, fast setting industrial  
     concrete repair 
 
 

Ʒ SEALERS AND COATINGS  
 

     CMP 1000ééééééééééééé1 & 5 gallon units 
     Penetrating concrete sealer 
 
     Densifier ééééééé.éééééé.1 & 5 gallon units 
     Specially formulated densifier for  
     3-D polishing system.  
 
     Diamond Shield ééééé..éééé..1 & 5 gallon units 
     Impregnating color enhancer and  
     stain protector used with our 3-D  
     polishing system. 



 CMP ArdexÊ MapeiÊ 

 AS-100 P-51 / P-82 Primer L / WE  

 EP-100 EP-2000 Primer E 

 PolyBond  E-25 PlaniPatch Plus 

 V-20 Plus  - - 

 V-25 MC System Planiseal EMB 

 H2-O K-55 - 

 210 K-15 M-20 Plus 

 LP-1 LU-100 Novaplan Easy 

 PourLite  LT-65 - 

 CR-90 CD Concrete Renew 

 Diamond -Cap Diama-Top - 

 EXT 300 - 

 PrepStar  Feather Finish PlaniPrep FF 

 Skim Finish  GPS PlaniPatch 

 SR-P SD-P Quickpatch 

 White Patch  - Planitex UNS 

 Competitor Equivalent Chart  

 Self Leveling Project Application Checklist  

 

  ____ Material (+10%)             ____ Gauge Rake 

  ____ Primer (+10%)            ____ Smoother 

  ____ Garbage cans (water)             ____ Cleats 

  ____ Mixing Barrels (2 Min)             ____ Vacuum 

  ____ PrepStar             ____ Trowel & Spat 

  ____ Measuring Pails            ____ Chipping Gun 

  ____ Garden Hose with Nozzle       ____ Mixing Wands  

  ____ Diamond Grinder                    ____ Spray Foam  

  ____ 1/2ò High Speed Drills            ____ Hand Tools  

  ____ Extension Cords             ____ SR-P  

  ____ Dollies, Hand Trucks               ____ Split tip brooms 

  ____ Duct Tape & 2ò Blue Tape       ____ Roll of Plastic  

  ____ 3 Mil. Trash Bags    
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